QC/QA Asphalt Mix Acceptance Procedures

Contractor produces mix based on approved NCDOT JMF
v

Contractor performs QC activities per Section 609 of Standard Specifications

v

QC advises QA mix production is in process

v

QC obtains samples and conduct s specified tests at required frequency, retains split portion for sample of QA and referee

4
OA performs acceptance activities
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Observe QC sampling and testing procedures, frequencies, etc.

Monitors QC control chars of control parameters Individual and Moving Average Results).

Obtains and tests minimum of 15% of QC split sample frequency (Compares with limits of precision).
Directs additional QC samples at any time.

Conducts verification sampling and testing at minimum of 10% of QC frequency.

Any combination of the above.
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QA advises RE mix
satisfactory at 100% pay.
Payment made according on
estimate based on ticket book
tonnages.

Acceptance activities
indicate QC tests are
correct and mix within
reasonably close
conformitv with

No

QA Supervisor initiates a PAR, Flows through DE
Yes to ARE for Final Pay Factor determination.
ARE advises Project Engineer of final action. May
included 100% Pay Factor, a reduced Pay Factor or
remove and replace at no expense to NCDOT

Acceptance activities
indicate QC tests on
mix are correct but
not within reasonably

close conformity with
Snerifiratinng
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Acceptable activities indicate OC tests on mix are incorrect.
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Replace OC test data with correct test data.




